
D
isplay Technology

A
ctive D

isplay A
rea(m

m
)

R
esolution

（
Pixels）

Pixel D
ensity ( D

PI )
Pixel C

olors

View
ing A

ngle
U

sable Pages

https://w
w

w
.zkong.com

D
isplay Features

EPD

244.512×163.008

960*640

100

ZKC
116V:Black W

hite R
ed

ZKY116V:Black W
hite Yellow

N
early 180º

6

O
perating Frequency

Standard
Encryption
O

TA

W
ireless

2.4-2.485G
H

z

BLE 5.0

128-bit AES

YES

B
attery

B
attery Life

B
attery C

apacity

Battery
1*4 C

R
2430（

replaceable）
+ 2*1*4 C

R
2430

5 years（
4 updates/day）

3600m
Ah

N
FC

O
perating Tem

perature
D

im
ensions

Packaging 
U

nit

Physical Features
ZKC

116V-N
Yes

ZKC
116V

  
   N

o
0~40℃

266.3*190*9m
m

10
Labels/box

C
ertification

C
om

pliance
C

E,R
O

H
S,FC

C

PR
O

D
U

C
T FEATU

R
ES

TEC
H

 SPEC
IFIC

ATIO
N

(m
m

)

2
6
6
.
3

190

9

P
ric

in
g

 in
 S

e
c

o
n

d
s

E
P

D
 s

c
re

e
n

5
-

y
e

a
r B

e
tte

ry
S

tra
te

g
ic

 P
ric

in
g

C
lo

u
d

-
m

a
n

a
g

e
d

B
lu

e
to

o
th

 L
E

 5
.0

CLOUD ESL

D
isplay Technology

A
ctive D

isplay A
rea(m

m
)

R
esolution

（
Pixels）

Pixel D
ensity ( D

PI )
Pixel C

olors

View
ing A

ngle
U

sable Pages

https://w
w

w
.zkong.com

D
isplay Features

EPD

244.512×163.008

960*640

100

ZKC
116V:Black W

hite R
ed

ZKY116V:Black W
hite Yellow

N
early 180º

6

O
perating Frequency

Standard
Encryption
O

TA

W
ireless

2.4-2.485G
H

z

BLE 5.0

128-bit AES

YES

B
attery

B
attery Life

B
attery C

apacity

Battery
1*4 C

R
2430（

replaceable）
+ 2*1*4 C

R
2430

5 years（
4 updates/day）

3600m
Ah

N
FC

O
perating Tem

perature
D

im
ensions

Packaging 
U

nit

Physical Features
ZKC

116V-N
Yes

ZKC
116V

  
   N

o
0~40℃

266.3*190*9m
m

10
Labels/box

C
ertification

C
om

pliance
C

E,R
O

H
S,FC

C

PR
O

D
U

C
T FEATU

R
ES

TEC
H

 SPEC
IFIC

ATIO
N

(m
m

)

2
6
6
.
3

190

9

P
ric

in
g

 in
 S

e
c

o
n

d
s

E
P

D
 s

c
re

e
n

5
-

y
e

a
r B

e
tte

ry
S

tra
te

g
ic

 P
ric

in
g

C
lo

u
d

-
m

a
n

a
g

e
d

B
lu

e
to

o
th

 L
E

 5
.0

CLOUD ESL

D
isplay Technology

A
ctive D

isplay A
rea(m

m
)

R
esolution

（
Pixels）

Pixel D
ensity ( D

PI )
Pixel C

olors

View
ing A

ngle
U

sable Pages

https://w
w

w
.zkong.com

D
isplay Features

EPD

244.512×163.008

960*640

100

ZKC
116V:Black W

hite R
ed

ZKY116V:Black W
hite Yellow

N
early 180º

6

O
perating Frequency

Standard
Encryption
O

TA

W
ireless

2.4-2.485G
H

z

BLE 5.0

128-bit AES

YES

B
attery

B
attery Life

B
attery C

apacity

Battery
1*4 C

R
2430（

replaceable）
+ 2*1*4 C

R
2430

5 years（
4 updates/day）

3600m
Ah

N
FC

O
perating Tem

perature
D

im
ensions

Packaging 
U

nit

Physical Features
ZKC

116V-N
Yes

ZKC
116V

  
   N

o
0~40℃

266.3*190*9m
m

10
Labels/box

C
ertification

C
om

pliance
C

E,R
O

H
S,FC

C

PR
O

D
U

C
T FEATU

R
ES

TEC
H

 SPEC
IFIC

ATIO
N

(m
m

)

2
6
6
.
3

190

9

P
ric

in
g

 in
 S

e
c

o
n

d
s

E
P

D
 s

c
re

e
n

5
-

y
e

a
r B

e
tte

ry
S

tra
te

g
ic

 P
ric

in
g

C
lo

u
d

-
m

a
n

a
g

e
d

B
lu

e
to

o
th

 L
E

 5
.0

CLOUD ESL

C116ZV
1111

Specifiche del display Tecnologia del display
Area del display attiva (mm)

Risoluzione (Pixel)
Densità dei Pixel (DPI)

Colori dei Pixel

EPD
244.5 x 163
960 x 640
100
Nero Bianco Rosso

Wireless Frequenza
Crittografia

2402 Mhz - 2480 Mhz (79 Canali)
128-bit AES

Batteria Batteria
Durata di vita media della batteria

1 confezione con 4 CR2430
5 anni (con 4 aggiornamenti al giorno)

Specifiche fisiche LED
NFC

Range di temperature
Misure (mm)

Unità per confezione

No
Sì
0 - 40°C
266.3 x 190 x 9
10 etichette per scatola

Rispetto delle norme Certificazione CE, ROHS, FCC

Etichetta troniTAG


