
Display Technology
Active Display Area(mm)
Resolution（Pixels）
Pixel Density ( DPI )
Pixel Colors
Viewing Angle
Usable Pages

https://www.zkong.com

Display Features EPD

66.9×29.06

296X128

112

ZKC29B:Black White Red

Nearly 180º

6

Operating Frequency
Standard
Encryption
OTA

Wireless 2.4-2.485GHz

BLE 5.0

128-bit AES

YES

Battery
Battery Life
Battery Capacity

Battery 2 X CR2430

Up to 5 years

600mAh

LED
NFC

Operating Temperature
Dimensions
Packaging Unit

Physical Features 1xRGB

ZKC29B-N  Yes
ZKC29B       No

0~40℃
92*41.5*7.5mm

300 Labels/box

CertificationCompliance CE,ROHS,FCC

PRODUCT FEATURES
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92

4
1
.
5

25
82.5

3
2

3
4
.
2

7.5

Display Technology
Active Display Area(mm)
Resolution（Pixels）
Pixel Density ( DPI )
Pixel Colors
Viewing Angle
Usable Pages

https://www.zkong.com

Display Features EPD

66.9×29.06

296X128

112

ZKC29B:Black White Red

Nearly 180º

6

Operating Frequency
Standard
Encryption
OTA

Wireless 2.4-2.485GHz

BLE 5.0

128-bit AES

YES

Battery
Battery Life
Battery Capacity

Battery 2 X CR2430

Up to 5 years

600mAh

LED
NFC

Operating Temperature
Dimensions
Packaging Unit

Physical Features 1xRGB

ZKC29B-N  Yes
ZKC29B       No

0~40℃
92*41.5*7.5mm

300 Labels/box

CertificationCompliance CE,ROHS,FCC

PRODUCT FEATURES

TECH SPECIFICATION
(mm)

CLOUD ESL

Pricing in SecondsEPD screen 5-year Bettery Strategic PricingCloud-managed Bluetooth LE 5.0

92

4
1
.
5

25
82.5

3
2

3
4
.
2

7.5

Display Technology
Active Display Area(mm)
Resolution（Pixels）
Pixel Density ( DPI )
Pixel Colors
Viewing Angle
Usable Pages

https://www.zkong.com

Display Features EPD

66.9×29.06

296X128

112

ZKC29B:Black White Red

Nearly 180º

6

Operating Frequency
Standard
Encryption
OTA

Wireless 2.4-2.485GHz

BLE 5.0

128-bit AES

YES

Battery
Battery Life
Battery Capacity

Battery 2 X CR2430

Up to 5 years

600mAh

LED
NFC

Operating Temperature
Dimensions
Packaging Unit

Physical Features 1xRGB

ZKC29B-N  Yes
ZKC29B       No

0~40℃
92*41.5*7.5mm

300 Labels/box

CertificationCompliance CE,ROHS,FCC

PRODUCT FEATURES

TECH SPECIFICATION
(mm)

CLOUD ESL

Pricing in SecondsEPD screen 5-year Bettery Strategic PricingCloud-managed Bluetooth LE 5.0

92

4
1
.
5

25
82.5

3
2

3
4
.
2

7.5

C29ZB
1207

Specifiche del display Tecnologia del display
Area del display attiva (mm)

Risoluzione (Pixel)
Densità dei Pixel (DPI)

Colori dei Pixel

EPD
66.9 x 29.1
296 x 128
112
Nero Bianco Rosso

Wireless Frequenza
Crittografia

2402 Mhz - 2480 Mhz (79 Canali)
128-bit AES

Batteria Batteria
Durata di vita media della batteria

2x CR2430
5 anni (con 4 aggiornamenti al giorno)

Specifiche fisiche LED
NFC

Range di temperature
Misure (mm)

Unità per confezione

1x RGB
Sì
0 - 40°C
92 x 41.5 x 7.5
250 etichette per scatola

Rispetto delle norme Certificazione CE, ROHS, FCC

Etichetta troniTAG


